
UPTIME MAINTENANCE PLANNER

120C and 160CLC

• Change engine break-in oil and replace filter

As Required

Every 10 Hours or Daily

Every 1000 Hours

Every 2000 Hours

• Drain and flush radiator, change coolant

• Drain hydraulic oil tank sump
• Check radiator coolant level

• Drain water separator

Every 250 Hours

• Take engine oil sample

Initial Service - 250 Hours1

• Check travel gear case oil level

Every 4000 Hours
• Change hydraulic oil, clean suction screen

• Change swing gear case oil
• Replace hydraulic oil tank filter

• Check and adjust track sag
• Clean fuel tank inlet screen
• Drain fuel tank sump

• Check hydraulic tank oil level
• Check coolant level at recovery tank

• Check swing gear case oil level      

Every 100 Hours
• Grease working tool pivots

• Check battery water level; tighten terminals 

• Take diesel fuel sample

• Grease front end pivot joints
• Grease swing bearing gear
• Replace water separator filter
• Clean cab fresh air filter (replace every 6 cleanings)
• Replace fuel filter

Every 500 Hours

• Take engine coolant sample
• Take swing gear case oil sample

• Clean air cleaner unloader valve
• Check windshield washer fluid
• Check radiator air inlet screen

• Check engine oil level
• Grease hydraulic coupler—if equipped

• Clean air cleaner elements

• Check and adjust air conditioning belt

• Grease swing bearing
• Change engine oil and replace filter
• Check air intake hoses
• Clean cab recirculating air filter (replace every 6 cleanings)

• Replace pilot control oil filter

• Take travel gear case oil sample • Take hydraulic oil sample

• Clean engine crankcase vent tube
• Check fan belt
• Replace air cleaner elements and dust unloader valve

• Check and adjust engine valve lash• Change travel gear case oil
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UPTIME MAINTENANCE PLANNER

Initial Every Every Every Every Every
Service — 250 500 1000 2000 4000
250 Hours1 Hours Hours Hours Hours Hours

Engine Oil Filter RE504836 1 1 1 1 1
Water Separator Element RE509036 1 1 1 1
Fuel Filter Element RE509031 1 1 1 1
Hydraulic System Return Oil Filter 4443596  1 1 1
Air Filter Primary AP35310  1 1 1
Air Filter Secondary AT175345  1 1 1
Pilot Control Oil Filter 120C AT186554 1 1 1
Pilot Control Oil Filter 160CLC AT214263 1 1 1
Dust Cup/Unloader Valve T158495  1 1 1
Engine Rocker Arm Cover Gasket R123542 1 1
Cab Fresh Air Filter 4S00640
Cab Recirculating Air Filter 4484453

API GL-5 Gear Oil

COOL-GARD™ II Pre-Mix

Coolant Extender TY26603

Diesel Engine Oil AT346594 1 1 1 1 1
Hydraulic Oil AT346594 1 1 1 1
Travel Gear Case Oil AT346594 2 2 2 2
Swing Gear Case Oil AT346594 1 1 1 1
Diesel Fuel AT180344 1 1 1 1
Engine Coolant TY26873 1 1 1 1
COOL-GARD™ II Test Strips TY26605 1 1 1 1

1 Perform initial service once after the first 250 hours of operation.

Fluid Analysis Kits3

120C TY62962 9.0 L
(9.6 qt)

TY62962

9.0 L
(9.6 qt)

REQUIRED PARTS

TY266742 14.0 L
(15.0 qt)

14.0 L
(15.0 qt)

14.0 L
(15.0 qt)

14.0 L
(15.0 qt)

76.0 L
(20 gal)

TY26575

Description Part Number

10.9 L
(11.8 qt)

14.0 L
(15.0 qt)

John Deere PLUS 50™ II Oil

2.6 L
(2.8 qt)

26.5 L
(7.0 gal)

Hitachi SUPER EX 46HN Hydraulic Oil 2908-0502

2 See operator's manual for recommended oil type and oil viscosities based on operating temperatures.
3 Based on fluid analysis results, intervals may need to be adjusted for your operating conditions.  Consult your local John Deere dealer.

As Required
As Required

10.9 L
(11.8 qt)

160CLC 4.5 L
(5.0 qt)

As Required

26.5 L
(7.0 gal)
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