
FILTER OVERVIEW WITH SERVICE INTERVALS AND CAPACITIES
5D Series Tractors - 5045D and 5055D

HYDRAULIC
HYDRAULIC OIL FILTER – RE45864
Replace after every 400 hours change  
every 1200 hours or 3 years.
(Click here for capacity)

ENGINE
OIL FILTER – RE519626
Replace after initial 100 hours, then every 
250 hours or annually.
If Plus-50™ II oil and John Deere™ filter 
is used interval may be extended to 500 
hours.
(Click here for capacity)

ENGINE
PRIMARY AIR FILTER – RE68048 
SECONDARY AIR FILTER – RE68049
Service after every 250 hours or annually, 
and as required per conditions.

ENGINE
FUEL FILTER – RE60021 
Replace after every 500 hours.
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CAPACITIES
5D Series Tractors - 5045D and 5055D

March 2021. Subject to change without notice.

CAPACITIES (Approximate):

Fuel Tank:
5D Tractors (Open Operator Station).................... 60 L (15.85 gal)

Cooling System:
5D Tractors............................................................... 9.5 L (2.5 gal)

Engine Oil:
5D Tractors............................................................. 8.5 L (2.25 gal)

Transmission and Hydraulic System:
5D Tractors (2WD)...................................................... 38 L (10 gal) 
Grease Axle............................................................. 30 L (7.92 gal) 
Oil Axle...................................................................... 32 L (8.5 gal)

Return to Filter Overview


